CITY OF BANNING

ELECTRIC UTILITY ELECTRIC SERVICE.

THIS STANDARD SHOWS THE REQUIREMENTS FOR A TYPICAL OVERHEAD TEMPORARY

I For your Dig Alert LO. Number call

Section 4218/4217 of the Government Code
m--ngmmm
Number fo be lssysd before a
Permit to Excavate” will be voiid.

CALL TOLL FREE
4B HOURS BEFORE YOU DIG

UNDERGROUND SERVICE ALERT

CALL 811 |

18" MIN. SERVICE LEAD

Py |

MULTIPLEX

CABLE 12" MAX.

SEPARATION

SCHEDULE 40 PVC MINIMUM OR GALVANIZED
STEEL CONDUIT RISER

WEATHERHEAD

SERVICE CLEVISTO

STRAP (TYP.)

MIN. 1.5" CONDUIT FOR 100A TO 125A PANEL
MIN. 2" CONDUIT FOR 200A PANEL

WITHSTAND 400 LBS. TENSION

CUSTOMER MUST CALL 811 FOR AN UNDERGROUND SERVICE
ALERT 48 HOURS BEFORE YOU DIG OR INSTALL GROUND ROD(S)

CUSTOMER PROVIDED WIRE
REQUIREMENTS AT WEATHERHEAD

SERVICE ENTRANCE CONDUCTOR
SIZING:

100A SERVICE: #4-STRANDED
COPPER NEUTRAL AND SERVICE
ENTRANCE CONDUCTORS WITH #8
SOLID COPPER GROUND

125A SERVICE: #2-STRANDED
COPPER NEUTRAL AND SERVICE
ENTRANCE CONDUCTORS WITH #8
SOLID COPPER GROUND

3 MIN. (TYP.)

200A SERVICE: #2/0 COPPER
STRANDED NEUTRAL AND SERVICE
ENTRANCE CONDUCTORS WITH #4
SOLID COPPER GROUND

STRAP (TYP.)

*NEUTRAL WIRE MUST BE
MARKED WHITE AT BOTH
WEATHERHEAD & PANEL

3 MIN. (TYP.)

STRAP (TYP.)

12' MIN. OVER WALKWAYS &
DRIVEWAYS (18' WHERE
EXPOSED TO TRUCK TRAFFIC)

25' (TYP.) CUSTOMER-OWNED PRESSURE-TREATED WOOD POLE OR
6"x6" POST. CONFIRM HEIGHT AND LOCATION WITH ELECTRIC UTILITY
BEFORE INSTALLING. POLE MUST BE SET AT A MINIMUM 5' DEPTH.

3' MIN. (TYP.)

PANEL MUST HAVE 36" RADIAL CLEARANCE FROM WINDOWS, DOORS,
EXITS, FIRE ESCAPES, BALCONIES, STAIRWAYS, AND WALKWAYS.
ALSO THERE MUST BE A 36" HORIZONTAL CLEARANCE FROM ANY
POSSIBLE GROUND PQINTS SUCH AS GAS PIPING, METAL FENCING,
OR FIRE HYDRANTS.

METER
SOCKET

GROUNDING MUST BE IN FLEX CONDUIT WITH MINIMUM # (SEE
CHART ABOVE FOR WIRE SIZES) SOLID COPPER CONTINUOUS
GROUND FEED TO A DRIVEN 5/8"x8' COPPER-CLAD GROUND RQOD

MAIN

BREAKER

HOW TO ACQUIRE TEMPORARY ELECTRIC SERVICE:

1) Submit a New Service Questionnaire with C.0.B. Electric Utility at 176 E. Lincoln
St. and request initial inspection for temporary electric service pole/panel location. A
panel submittal review may be requested by utility inspector.

6'3" MAX.

40" MIN. 2) Contact C.0.B. Building & Safety Department at (951)922-3132 to acquire a
temporary electric service permit. The Building & Safety Department is located inside
City Hall at 99 E. Ramsey St.

3) Coordinate all future inspections with C.0.B. Building & Safety Department. C.0.B.
Electric Utility will inspect the installation following Building & Safety's approval.

36" SQUARE
CLEAR
WORKING

.” AREA

4) Contact C.0.B. Utility Billing at (951)922-3185 to establish a temporary electric
service account after the installation has been approved. The Utility Billing
Department is located inside City Hall at 89 E. Ramsey St.

NOTE: Temporary electric service cannot exceed 18 months without prior written
approval, Temporary electric service is only allowed with an active construction
permit for the requesting address.
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